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THIS NOTICE GIVES DETAILS OF A 
MANDATORY ACTION 


PISTON ENGINES SUPPLIED IN KIT FORM 


Teledyne Continental Motors of America is offering 
0-200-A piston engines for sale in kit form, i.e. the parts neces- 
sary to build the engine are supplied unassembled. 


This Notice is issued to state applicable CAA require- 
ments where such an engine is for use in a UK-registered aircraft 
which has, or is intended to have, a Certificate of Airworthiness 
in any category. The requirements of this Notice, whilst based 
on general principles, apply for the present only to the circum- 
stances of this case and could be subject to variation for applica- 
tion to similar schemes by other manufacturers. 


The CAA requires to be satisfied on the following 
points:— 


(a) That there is an adequate definition of the parts that 
constitute a complete assembled engine. 


(b) That all parts used are supplied with normal release 
documentation. 


(c) That the assembly has been properly carried out by 
appropriate personnel and duly certified. — 


The following requirements apply according to where the 
assembly is carried out:— 
(a) Engines assembied in the United Kingdom 


(1) The engine must be assembled by a suitably licensed 
Aircraft Maintenance Engineer or by a suitably 
Approved Organisation. 
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(b) 


(c) 


(ii) Following the prescribed bench acceptance test the 
release of each “‘new”’ engine must then be accom- 
panied by an Engine Inspection and Test Certificate 
in accordance with BCAR Section A, Chapter A3-1, 
paragraph 2.9.4 and a log book which must contain a 
list of any modifications incorporated and a state- 
ment of compliance with any mandatory require- 
ments that may be applicable to the engine type. 


(iii) An identification plate is also required to be fitted, 
showing a recognised serial number. Unless the 
manufacturer is prepared to issue an identification 
number upon receipt of the appropriate documenta- 
tion it will be necessary to apply to the CAA for an 
allocated number. 


Engines assembled in the USA. Engines assembled in the 
USA and imported into the UK must be accompanied by 
an Export Certificate of Airworthiness. 


Engines assembled in countries other than the USA and the 
UK. Inprinciple, such engines are not eligible for use ina 
UK-registered aircraft which has, or is intended to have, a 
Certificate of Airworthiness in any category unless 
adequate evidence of acceptable build is available (e.g. 
Export Certificate of Airworthiness). A log book, listing 
any modifications, and an identification plate, showing a 
recognised serial number, would also be required. Since 
engines assembled in this way may reach the UK either as 
spares or fitted in imported aircraft, prospective pur- 
chasers are advised, in any case where doubt exists, to 
consult the CAA’s Power Plant Department. 


Cancellation This Notice cancels Airworthiness Notice 


No. 9, Issue 1, dated 1 November 1983, which should be 


destroyed. 
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